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REPLACEMENT PARTS 2" POLY PUMPS

ITEM PART NO DESCRIPTION QTY

1 12717 O-RING FOR SCREW HEADS 4

2 12712A BODY ASSEMBLY 1

3 12705 CHECK VALVE 1

4 12900 SS UPPER VOLUTE SCREW 4

5 12725 SS VOLUTE SCREWS 2

6 12719A BODY O-RING 1

7 12754 O-RING SEGMENT 1

8 12720 SS  BODY SCREWS 10

9 V07018 SS LOCK WASHERS 10

10 V07019 SS BODY NUTS 10

11 12775A IMPELLER HEX NUT 1

12 12902A IMPELLER KEY 1

13 12703A POLY PUMP REAR BRACKET 1

14 12715A 5 16"-24 X 1.75" HHCS 4

15 12765A SS IMPELLER BOLT 1

16 12772 5 VANE IMPELLER 1

17 12710 O-RING FOR SEAL ASSEMBLY 1

18 A204 O-RING 1

19 12702A POLY PUMP VOLUTE 1

20 12713 MECHANICAL SEAL ASSEMBLY 1

21 12049E HYDRAULIC PEDESTAL HOUSING 1

22 V20018 3 8" LOCK WASHER 2

23 12055E ADAPTER SHAFT 1

24 17056E BEARING 1

25 18010SS 3 8"-16 X 1.25" HHCS 2

26 HY1013 HYDRAULIC MOTOR 1

27 12600B COMPLETE HYDRAULIC ASSEMBLY 1

28 12777 ½" PLUG 2

29 UV15163 O-RING FOR PLUG 2

30 12901 WASHER (200PHA & 200PHY) 1

N/S HY1003 HYDRAULIC MOTOR SEAL KIT 2

KIT 12000A 5 VANE IMPELLER REPAIR KIT  
(ITEMS 2,4,7,8,17,19,21,30, 12099) 1

KIT 12999A PUMP SEAL/O-RING KIT 
(ITEMS 2,7,8,17,19,21,30, 12099) 1

KITS 2" POLY PUMPS

PART NO EPDM REPAIR 
KIT NO

EPDM SEAL 
KIT NO

HYDRAULIC MOTOR 
SEAL KIT

200PHA 12000A 12999A N/A

200PHY 12000A 12999A HY1003

2" POLY PUMPS WITH

HYDRAULIC MOTORS

HYDRAULIC MOTOR DATA

U.S. GALLONS/REV. 0.0025

CUBIC INCHES/REV. 0.580

LITERS/REV. 0.0097

MAX HYDRAULIC PRESSURE 2000 PSI

MIN HYDRAULIC PRESSURE 200 PSI

INLET PORT SAE 10 (7/8-14 UNF-2B)

OUTLET  PORT SAE 10 (7/8-14 UNF-2B)

MINIMUM GPM REQUIRED 6 GPM 2400 RPM

MAXIMUM GPM REQUIRED 10 GPM 4000 RPM

IDEAL GPM REQUIRED 9 GPM 3600 RPM

CONNECTION INFORMATION

INLET “A” PORT 

OUTLET “B” PORT 

SUPPLIED CHECK VALVE IS TO ENSURE PROPER ROTATION OF THE BANJO PUMP. PLACE  
CHECK VALVE IN OUTLET PORT (MARKED “B”) FOR PROPER RIGHT HAND ROTATION.

SPOOL VALVE INFORMATION

REQUIRED OUTLET FLOW MIN 6 GPM / MAX 10 GPM

REQUIRED SYSTEM PRESSURE MIN 600 PSI / MAX 3000 PSI


